
• Contemporary office environments
• Entertainment, gaming
• High-bay areas
• Retail space

• Create dramatic three-dimensional curved designs that
   combine shape, texture and lighting.
• Curved main tee segments and flexible panels
   provide endless combinations
• Available in two configurations:
   One-Directional CurvaturaTM with 2’x6’ infill panels, and
   Two-Directional CurvaturaTM with 2’x2’ panels
• Two suspension profiles:
   traditional Curvatura (15/16” grid profile) and
   Curvatura Elite (9/16” profile with 5/32” reveal)
• Custom colors available
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PRODUCT 
INFORMATION

Materials Finishes

Panel: Available smooth or perforated, in Painted Metals and Diamonflex  
expanded metal 1. 2'x2' Translucents panels are also available. Available with perforation and/or embrossing

Two-Directional System PERSPECTIVE
2’ X 2’ panels

Available grid Profile

2' x 2' flexible infill panel

2' cross tee

2' x 2'

Curvatura vault tee

Curvatura valley tee main tee splice

integral hold 
down tab

2 1/4" edge trim

Standard

15/16”

Curvature Elite

9/16”

1/8”

One-Directional System 
2’ X 6’ panels

2' x 6' panels slide under 
stabilizer bars

2 1/4" edge trim

stabilizer bar

valley

panel seam 
with infill 
panel splice above stabilizer bar

integral hold-down tab

splice

vault

stabilizer bar

CURVED COMPONENTS 
(AVAILABLE AS VAULTS 

10' Length

AND VALLEYS)

8' Length 6' Length 4' Length

R = 229" R = 183" R = 138" R = 92"

R = 153" R = 122" R = 92" R = 61"

R = 115" R = 92" R = 69" R = 46"

R = 77" R = 61" R = 46" R = 31"

  High Recycled Content 1

Classified as containing greater than 50% total recycled content. Total recycled 
content is based on product composition of post-consumer and pre-consumer 
(post-industrial) recycled content per FTC guidelines.

Online tools  
usgdesignstudio.com  
usg.com/resources/onlinetools/CurvaturaDesignCenter.jsp

Recycled content 
Curvatura aluminium panels: up to 90% recycled content;  
Steel panels: 25% recycled content.  
Suspension: 25% recycled content. 

Footnotes 
 1. For details, see LEED report tool at usgdesignstudio.com.

2. Requires perforation and Acoustibond backer.

3.  Diamondflex and Wood Tone panels available for Two-Directional Curvatura.

Manufactured, sold or distributed by USG
Boral Building Products or one or more
of its affiliates.
Persiaran Lagoon, Bandar Sunway,
Petaling Jaya, Selangor, Malaysia 46150

The trademarks CURVATURA, TRANSLUCENTS and
INNOVATION INSPIRED BY YOU are trademarks of USG Boral
Building Products or one or more of its affiliates.

Safety First! Follow good safety/industrial
hygiene practices during installation. Wear
appropriate personal protective equipment.
Read SDS and literature before specification
and installation.
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