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Lay-in Ceiling Systems

Lay-in Ceiling Systems

FEATURES AND BENEFITS

Plain Perforated

• Healthcare        • Corporate office 

• Hospitality        • IT/ITE

• Retail spaces      • Infrastructure and transportation

The USG Boral Layin Ceiling system provides customised ceiling visual 
effects with multiple perforation patterns and panel height options. The 
Lay in ceiling panels can be easily installed or removed, offering access to 
the plenum. 

•A sealed ceiling design with simple lay-in panels provide easy access to enclosed plenum

•Available in multiple panel heights and also option of squared and beveled edges

•Numerous perforation patterns to achieve a customised efffect or a higher noise 
reduction 

•Concealed suspension system offers a smooth appearance

•A wide range of colors and wood tones

•Individually replaceble panels

APPLICATIONS

• Galvanised Mild Steel

• Stainless Steel    

MATERIAL OPTIONS
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Ceiling systems

GRID OPTIONS
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PERFORATION OPTIONS

EDGE OPTIONS
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Lay-in Ceiling Systems

SPECIFICATIONS

Prepainted Layin Tiles
Material Thickness Panel Size Perforation NRC Color Edge Grid Options

GI plain 0.5 600x600 NA NA White Beveled T15, T24

GI perforated 0.5 600x600 2.3 0.5 White Beveled T15, T24

SS plain 0.5 600x600 NA NA White Beveled T15, T24

Powder Coated Layin Tiles
Material Thickness Panel Size Perforation NRC   Color Edge Grid Options

GI plain 0.5 600x600 NA NA White Square/Beveled T15, T24

GI perforated 0.5 600x600 1.5 0.5 White Square/Beveled T15, T24

GI perforated 0.5 600x600 1.8 0.5 White Square/Beveled T15, T24

GI perforated 0.5 600x600 2.5 0.5 White Square/Beveled T15, T24

Item Description

A Lay in panel

B Main runner

C Cross runner

D Cross runner (0.6m)

E Leveler rod

F Butterfly clip

G So�t 

H Fastener

* Plank Sizes 600x1200/300x1200 are available only in powder coated format
* Plank sizes are only available in SQ edge options for both T24 and T15 Grids

Item Description

A Lay in panel

B Main runner

C Cross runner

D Cross runner (0.6m)

E Leveler rod

F Butterfly clip

G So�t 

H Fastener

GENERAL ARRANGEMENT DRAWING OF SUSPENSION SYSTEM

COLOUR OPTIONS

WHITE BLACK WOODEN
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