
®Fiberock  
TM Abuse Resistant Panels



Mold



Finishing

Interior walls and ceilings

Finises Like 
Dry wall

Very Good FRX-G YES YES 10 85 10

Very Good FRX-G YES YES 10 85 10

Wet and Dry Areas

FIBEROCK®AT 

FIBEROCK®AT AR

Abuse 
Resistance

Fire 
Resistance

Water 
Resistance

Mold 
Resistance  

12.7mm and 15.9mm

Property Test Method UoM 6.6 mm 9.5 mm 12.7 mm 15.9 mm 

11.7 15.1

1060 960 930 960

K Value 0.14 0.14 0.14 0.14

Surface water absorption  gms 1.6 1.6 1.6 1.6

% ≤10*

Linear Variation with Moisture Change %

14.4 14.4 14.4 14.4

10 10 10 10

Flame Spread 5 5 5 5

Smoke Development 0 0 0 0

Compressive strength 88 70 35 35Internal

175 310N

310 400 535 645N

7 7 7 7pH value

≤10* ≤5 ≤5

*Manufacturing specs



Sound 
Insulation

Maximum 
Height

(meters)

1. 92 30 3.227

2. 92 60 3.228

3. 120 30 4.528

4. 118 90 4.151

5. 146 90 5.1

6. 60 4.7

120 3.764158

Note : 
Sound Insulation (STC) & Fire Resistance (HRS) are estimated values only. 
USG Boral can offer solutions to suit project requirements. For more details you may please contact your local representative.
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